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INTERIM INSPECTION INSTRUCTIONS
FOR
SAFETY RECALL D1T
HVAC ASSEMBLY
CERTAIN 2012 — 2013 MODEL YEAR CAMRY & CAMRY HYBRID

ONLY TECHNICIANS WHO HAVE COMPLETED TRAINING COURSE SC13A AND ARE TOYOTA
ELECTRICAL EXPERT CAN PERFORM THIS REPAIR




. OPERATION FLOW CHART

The flow chart is for reference only. DO NOT use it in place of the full technical instructions. Follow ALL steps
as outlined in the full technical instructions to confirm the campaign is completed correctly.

Verify Vehicle Eligibility
1. Check the VIN range.
2. Check the TIS Vehicle Inquiry
System.
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Not Covered— No further action required.

Check for evidence of wetness on the
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center airbag sensor.
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Interim campaign complete, return the
vehicle to the customer. The vehicle
MUST return when the remedy is
available.

BACKGROUND

Condensed water can accumulate at the bottom of the HVAC unit housing in the subject vehicles if the HVAC
drain hose becomes clogged. Due to the location of the housing seam, which is directly above the airbag control
module, the accumulated water could leak through the seam onto the module. If the circuit board inside the
module becomes wet, a short circuit could occur between adjacent terminals of specific circuits, resulting in
illumination of the airbag warning light. In some instances, the air bag(s) could become disabled or could
inadvertently deploy. An airbag that deploys inadvertently can, under some circumstances, increase the risk of
minor injury or the possibility of a crash. An inoperative airbag can increase the risk of injury in a severe crash.

In limited instances, the power steering assist function could become inoperable because the CAN communication
line in the airbag control module is damaged. Loss of power steering assist results in increased steering effort and
can increase the risk of a crash at low speeds.

lll. PREPARATION
A. PARTS — NO PARTS WILL BE USED FOR THIS INTERIM INSPECTION
B. TOOLS & EQUIPMENT
e Standard hand tools e Flashlight e Nylon loop handle brush




